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42-2 BODY - Hood 

HOOD 42100070010 

. . * 
TROUBLESHOOTING 

. >-. z .- 

Symptom Probable cause Remedy 

Improper closure Striker and latch not properly aligned Adjust the alignment 

Difficult locking and unlocking 

Uneven body clearance incorrectly installed hood Adjust the installation of hood 

Uneven height Incorrect hood bumper height Adjust the hood bumper height 
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HOOD 42100160120 

REMOVAL AND INSTALLATION 

Adjustment of hood step and hood 
striker linkage 

18M0157 
DO004657 

18COO21 

16M0030 

Adjustment of clearance and height 
around hood - 

1. Hood latch 
2. Hood lock release handle 

Hood and hood hinge removal 
stew 

3. Hood weatherstrip 
4. Bumper 

7. Washer hose connection 

5. Hood support rod 
8. Hood 
9. Hood hinge 

Hood lock release cable removal 
steps 
l Splash shield cL.H.> 

(Refer to P.42-8.) 
6. Hood lock release cable 



42-4 BODY - Trunk Lid 

TRUNK LID . 

SPECIAL TOOL 

42100060079 

. ‘. . ‘/ 

Tool Tool number and name Supersession Application 

MB991 244 MB991 244-01 Removal and installation of 
trunk lid torsion bar 

Torsion bar remover 
and installer 

8991244 

TROUBLESHOOTING 42100070027 

Symptom Probable cause Remedy 

Improper closure Striker and latch not properly aligned Adjust the alignment 

Difficult locking and unlocking 

Uneven body clearance Incorrectly installed trunk lid Adjust the installation of trunk lid 

Uneven height Incorrect trunk lid bumper height Adjust the trunk lid bumper height 
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TRUNK LID 

REMOVAL AND INSTALLATION 

.Cd 

+A, .B1 

Trunk lid panel removal 

l License elate liaht 
l License plate girnish 

(Refer to GROUP 51.) 
1. Bumper 
2. Cylinder lock retainer 
3. Trunk lid lock cylinder 
4. Trunk lid latch 
5. Trunk lid torsion bars 
6. Trunk lid panel 

Trunk lid latch removal 

4. Trunk lid latch 

Trunk lid hinge removal steps 

steps 

l Rear shelf trim (Refer to GROUP 52A.) 
6. Trunk lid panel assembly 
7. Trunk lid hinge 

Trunk lid striker removal steps 
l Rear end trim cover 

(Refer to GROUP 52A.) 
8. Trunk lid striker 

‘8 

RIM0261 

42100220064 

8 

Adjustment of clearance around 

00004813 

Trunk lid release handle and cable 
removal steps 
l Front seat (L.H.) 

(Refer to GROUP 52A.) 
l Rear seat (Refer to GROUP 52A.) 
l Scuff plate (L.H.), quarter trim (L.H.) 

<2-door models> 
(Refer to GROUP 52A.) 

l Front scuff plate (L.H.), rear scuff plate 
(L.H.), center pillar trim lower (L.H.) 
<4-door models> 
(Refer to GROUP 52A.) 

l Trunk side trim (L.H.) 
(Refer to GROUP 52A.) 

4. Trunk lid latch 
9. Trunk lid release handle 

10. Trunk lid release cable 

Trunk lid weatherstrip removal 

.A4 11. Trunk lid weatherstrip removal 



42-6 BODY - Trunk Lid 

Trunk lid torsion bars 

MB991 244 18A0204 
00004519 

IA0009 

REMOVAL SERVICE POINT 
+A,TRUNK LID TORSION BAR REMOVAL 

1. 

2. 

Disconnect the body harness and the harness connector 
of the rear shelf lower panel. 
install the special tool as shown in the figure, and then 
remove the torsion bar from the link while pushing the 
special tool downwards. Next, repeat the procedure from 
the other side. 

Caution 
Be sure to attach the special tool properly, as the 
body or parts could be damaged when the torsion 
bar is removed from the special tool. 

INSTALLATION SERVICE POINTS 
.A+ TRUNK LID WEATHERSTRIP INSTALLATION 

Install the trunk lid weatherstrip so that the marking and the 
joint are aligned with the body center line. 

I\ 

I 

.B+TRUNK LID TORSION BAR INSTALLATION 

1. Check the color of the identification mark at the middle 
of the torsion bars to make sure that the correct torsion 
bars are being used. 

Torsion bar 1 Identification color 
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Trunk lid torsion bars 

MB991 244 WA0284 
00004519 

Trunk lid inner panel 

ory?FF 

A18P0082 

2. Insert the end of the torsion bar through the link side 
mating hole. 

3. Using the special tool attached to the tortion bar as 
illustrated, twist the bar to connect it to the link. Then 
hang the bar on the holder. 

Caution 
Be sure to attach the special tool properly, as the 
body or parts could be damaged when the torsion 
bar is removed from the special tool. 

.C+ BUMPER INSTALLATION 

Install the bumper as shown in the figure. 

INSPECTION 42100400031 

TRUNK LID LATCH SWITCH CONTINUITY CHECK 

Switch position Terminal No.1 Body ground 

ON (Latch open) 0 0 
OFF (Latch shut) 



42-8 BODY - Fender 

FENDER . 42100050045 

. 
SEALANT 

Item 

Splash shield 

FENDER 

Specified sealant 

3M ATD Part No. 8625 or equivalent 

Remark 

Ribbon sealer 

42100190129 

REMOVAL AND INSTALLATION 

Pre-removal and Post-installation Operation 
(1) Front Bumper Removal and Installation 

18M0035 

Sealant: 3M ATD Part No. 8625 
or equivalent 

00004814 

Removal steps 
1. Stone guard 
2. Splash shield 

3. Ornament 
4. Fender 



, 
BODY - Fuel Filler Door 42-9 

FUEL FILLER DOOR 42100250131 

REMOVAL AND INSTALLATION 

Pre-removal and Post-installation Operation 
(1) Front Seat (L.H.) Removal and Installation 

(Refer to GROUP 52A.) 
(2) Rear Seat Removal and Installation 

(Refer to GROUP 52A.) 
(3) Scuff Plate (L.H.) and Quarter Trim Removal and 

Installation <2-door models> (Refer to GROUP 52A.) 

(4) Front Scuff Plate (L.H.), Refer Scuff Plate (L.H.) and 
Center Pillar Trim Lower (L.H.) Removal and 
Installation <4-door models> (Refer to GROUP 52A.) 

(5) Trunk Side Trim (R.H.) Removal and Installation 
(Refer to GROUP 52A.) . 

I 

Fuel filler door height and clearance 
adjustment 

18M0260 
00005017 

Removal steps 

1. Fuel filler door panel assembly 
2. Fuel filler door hook assembly 
3. Lid lock release handle 
4. Fuel filler door lock release cable 



42-10 BODY - Window Glass 

WINDOW GLASS 42200050079 

. . 
ADHESIVES 

I Items I Specified adhesives I 
Windshield 

Quarter window glass 

1 Rear window glass 

SPECIAL TOOLS 42200060072 

Tool Tool number and name 

MB990449 
Window molding 
remover 

MB990480 

Glass holder 

Supersession 

General service tool 

General service tool 

Application 

Removal of the window molding 

Removal and installation of 
window glass 

TROUBLESHOOTING 42200070044 

Symptom Probable cause / Remedy 

Water leak through 
windshield 

Defective seal 

Defective body flange 

Fill sealant 

Correct 

Water leak through Defective seal 
quarter window 

Defective body flange 

Fill sealant 

Correct 

Water leak through Defective seal 
rear window 

Defective body flange 

Fill sealant 

Correct 




























































































