











Plate Holes Sizes

Drill two holes with drill fur- YYYY 1 ey

nished. If either hole in the
plate is bigger than the drill
furnished, smack it smaller
with a steel checkball and
then re-drill it with the drill fur-
nished.

Thank You,
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To Reduce ework Over tightening VB, AUX VB or filter bolts
R WILL STICK VALVES: 50" Ibs with 8MM

socket and 80" Ibs with 10mm. Disassemble “

AUX VB, clean and check valves for sticking.
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End clutch valve

| |
Converter Clutch Control Valve

MWW m::: Reverse Valve
e [N

Reducing Valve

Auxiliary
Valve Body

Cover Plate
Stuck Valve Complaints

End clutch valve: 3-4 netrual.

Converter clutch control valve: Car won’t move, No lube flow,
Kills engine, has Drainback.

Reverse valve: Delayed reverse or no reverse.
Reducing valve: Rough shifts or band and front clutch burnup.

WARNING: Original filters use two long bolts and two

short bolts. Some replacement filters may require four
Short short bolts. If long bolts are used with these filters the

bolts will bottom out in the casting and stick valves.

Long  REDUCE FRONT SEAL LEAK or BLOWS OUT.
Don't forget to enlarge front seal drainback hole.
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